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Figure 3.5—Installation of the Axia130 Sensor to the Robot

robot arm

interface plate (robot side)

mounting hardware to the robot
(customer supplied or supplied
in an ATI kit)

Axia130 sensor

(2) 5 mm dowel pin

Use this M5x0.8 10 mm threaded hole to attach
a P-clip for cable routing. The P-clip is either

customer supplied or included in ATI kit
P/N 9105-CKIT-ZC28-ZC28-5

(6) M8 socket head cap screw

Optional dust gasket (included) to be installed 
by customer if application has potential for 
dust accumulation between components 
(deburring, cutting, grinding, painting, etc)

sensor cable(s)
(shown for reference only.
Cables may differ depending
on software communication
interface and selected cable.)

(2) 4 mm dowel pin

interface plate (tool side)

(12) M6 socket head cap screw

mouting hardware
to the customer tooling

(customer supplied
or supplied in ATI kit)

NOTE: Cable lengths are shortened in the figure for reference only.
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1.3	 Safety Precautions

CAUTION: Modifying or disassembly of the sensor could cause damage and 
void the warranty.

CAUTION: Probing openings in the sensor causes damage to the instrumentation. 
Avoid prying into openings of the sensor.

CAUTION: Do not overload the sensor. Exceeding the single-axis overload values of 
the sensor causes irreparable damage. 

CAUTION: The sensor should be protected from impact and shock loads that 
exceed rated ranges during transport as the impacts can damage the sensor’s 
performance. For more information about rated ranges, refer to the appropriate sensor 
manual in Table 2.1.
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D. Custom Application
This modular manual section does not apply to this sensor system.

Please contact an ATI representative for assistance, if needed:

 
Sale, Service and Information about ATI products:

ATI Industrial Automation 
1031 Goodworth Drive 
Apex, NC 27539 USA 
www.ati-ia.com 
Tel: +1.919.772.0115 
Fax: +1.919.772.8259

Application Engineering 
Tel: +1.919.772.0115, Extension 511 
Fax: +1.919.772.8259 
E-mail: ft.support@novanta.com 

24/7 Support:	 +1 855 ATI-IA 00 (+1 855-284-4200)
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